
 

 

 
 

Stalactite
by Christopher Boots

Contemporary
Australia

Natural stalactite forms meet childhood memories of sugar stick candies in a 
crystalline explosion.

STALACTITE exudes warm light through cracks and crevices, illuminating the 
beautiful imperfections of natural quartz crystals.

LC-CBOOTS-SSS.450

LC-CBOOTS-SSS.600

LC-CBOOTS-SSS.900
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STALACTITE



DESCRIPTION DIMENSIONS INCLUSIONSLUMENS/
WATTS

WEIGHT
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STALACTITE

5.3” Dia.
17.7” H

60W Driver
Dimming Module

11 lbs (Approx.)
*Exclude canopy

LC-CBOOTS-SSS.450

2000 LM
17W

5.3” Dia.
23.6” H

60W Driver
Dimming Module

15.4 lbs (Approx.)
*Exclude canopy

LC-CBOOTS-SSS.600

2696 LM
23W

CANOPY

Round Flush Small
Round Flush Medium
Round Surface Medium

Round Flush Small
Round Flush Medium
Round Surface Medium

ADDITIONAL:

Stalactite is a solid �xture, requiring very 
little maintenance over the years.

If your Stalactite is treated with care, it 
willl shine brightly for many years to come.

FINISHES: 

Aged Brass
Hand Rubbed Brass
Dark Bronze
Mottled Patina
Brushed Brass
Polished Brass 
Copper Leaf
Silver Leaf
Gold Leaf

5.3” Dia.
35.4” H

60W Driver
Dimming Module

22 lbs (Approx.)
*Exclude canopy

LC-CBOOTS-SSS.900

4088 LM
35W

Round Flush Small
Round Flush Medium
Round Surface Medium

SUSPENSION: 

Vertical Rod

QUARTZ:

Clear Quartz
Gradient Quartz
Smoky Quartz
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LAMPING: 

24V LED 2700K
*0 - 10V Dimming


