
 

 

 
 

Prometheus IV Sconce
by Christopher Boots

Contemporary
Australia

Prometheus stole �re from the Gods of Mt Olympus and gave it to humankind. 
More than the means for survival- light and technology, Prometheus’ gift 
represented creative potential. �e spark of creation, previously limited to the 
Gods, gave mortals the power to dream, to create, to imagine and challenge. 

PROMETHEUS IV SCONCE is an implosion of blazing crystal quartz, 
venerating its namesake in a ring of �ame.
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PROMETHEUS IV SCONCE
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DIMENSIONS LAMPING
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23.6” Dia.
2.6” H

60W Driver
Dimming Module

19.8 lbs (Approx.)
*Exclude canopy

LW-CBOOTS-P4.W.600

2911 LM
36W

PROMETHEUS IV SCONCE

35.4” Dia.
2.6” H

60W Driver
Dimming Module

24V LED 2700K
*0 - 10 V Dimming

LW-CBOOTS-P4.W.900

4366 LM
54W

47.2” Dia.
2.6” H

100W Driver
Dimming Module

24V LED 2700K
*0 - 10 V Dimming

LW-CBOOTS-P4.W.1200

5822 LM
72W

59” Dia.
2.6” H

100W Driver
Dimming Module

50.7 lbs (Approx.)
*Exclude canopy

LW-CBOOTS-P4.W.1500

7277 LM
90W

41.8 lbs (Approx.)
*Exclude canopy

30.8 lbs (Approx.)
*Exclude canopy

24V LED 2700K
*0 - 10 V Dimming

24V LED 2700K
*0 - 10 V Dimming
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TOP VIEW

PRODUCT LINE WEIGHT ALWAYS = 0.25pt 
PLACE PRODUCT DRAWING ON CORRECT LAYER

DOCUMENT RULES

PROMETHEUS IV 1200 SCONCE
LINE DRAWING

OUTLINE DETAIL OF CRYSTALS ONLY 
RODS TRIMMED TO SHOW 1/4 LENGTH

ISOMETRIC VIEW

FRONT VIEW
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PROMETHEUS IV 1200 SCONCE
LINE DRAWING

OUTLINE DETAIL OF CRYSTALS ONLY 
RODS TRIMMED TO SHOW 1/4 LENGTH

ISOMETRIC VIEW

SIDE VIEW
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PROMETHEUS IV 1500 SCONCE
LINE DRAWING

OUTLINE DETAIL OF CRYSTALS ONLY 
RODS TRIMMED TO SHOW 1/4 LENGTH
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FRONT VIEW

32MM (1.3”)

Ø
 1

50
0M

M
 (5

9”
)

Ø
 1500M

M
 (59”)

Ø 1500MM (59”)

32
M

M
 (1

.3
”)

32M
M

 (1.3”)

1500MM (59”)

15
00

M
M

 (5
9”

)

1500M
M

 (59”)

TOP VIEW

PRODUCT LINE WEIGHT ALWAYS = 0.25pt 
PLACE PRODUCT DRAWING ON CORRECT LAYER

DOCUMENT RULES

PROMETHEUS IV 1500 SCONCE
LINE DRAWING

OUTLINE DETAIL OF CRYSTALS ONLY 
RODS TRIMMED TO SHOW 1/4 LENGTH

ISOMETRIC VIEW

SIDE VIEW
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LAMPING

24V LED 2700K
*0 - 10 V Dimming

PROMETHEUS IV SCONCE

70.9” Dia.
2.6” H

 150W Driver
Dimming Module

61.7 lbs (Approx.)
*Exclude canopy

LW-CBOOTS-P4.W.1800

8732 LM
108W

ADDITIONAL:

Prometheus IV is a solid �xture that 
will require very little maintenance 
over the years.

If your Prometheus IV is treated with 
care, it will shine brightly for many 
years to come.

Quartz is a mineral formed by the 
Earth. Each crystal piece will be 
unique due to natural variation of size, 
shape, colour and clarity.

24V LED 2700K
*0 - 10 V Dimming

82.7” Dia.
2.6” H

150W Driver
Dimming Module

72.7 lbs (Approx.)
*Exclude canopy

LW-CBOOTS-P4.W.2100

10188 LM
126W

FINISHES: 

Aged Brass 
Brushed Brass 
Hand Rubbed Brass 
Dark Bronze 
Mottled Patina
Brushed Stainless Steel
Verdigris 
Polished Brass
Polished Stainless Steel
Copper Leaf
Silver Leaf 
Gold Leaf

QUARTZ:

Clear Quartz
Rose Quartz
Smoky Quartz

LAMPING:

24V LED 2700K
*0 - 10 V Dimming

SUSPENSION:

Wall Mounted

TOP VIEW

PRODUCT LINE WEIGHT ALWAYS = 0.25pt 
PLACE PRODUCT DRAWING ON CORRECT LAYER

DOCUMENT RULES

PROMETHEUS IV 1800 SCONCE
LINE DRAWING

OUTLINE DETAIL OF CRYSTALS ONLY 
RODS TRIMMED TO SHOW 1/4 LENGTH

ISOMETRIC VIEW

FRONT VIEW

32MM (1.3”)

Ø
 1

80
0M

M
 (7

0.
9”

)

Ø
 1800M

M
 (70.9”)

Ø 1800MM (70.9”)

32
M

M
 (1

.3
”)

32M
M

 (1.3”)

1800MM (70.9”)

1800M
M

 (70.9”)

18
00

M
M

 (7
0.

9”
)

TOP VIEW

PRODUCT LINE WEIGHT ALWAYS = 0.25pt 
PLACE PRODUCT DRAWING ON CORRECT LAYER

DOCUMENT RULES

PROMETHEUS IV 1800 SCONCE
LINE DRAWING

OUTLINE DETAIL OF CRYSTALS ONLY 
RODS TRIMMED TO SHOW 1/4 LENGTH

ISOMETRIC VIEW

SIDE VIEW
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