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colours shown are a general indication of the actual finish
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dimensions:

light source:

wiring:
installation:

weight:
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approx 8") ™

canopy size - 12cm diam x 3cm h (5" diam x 1" h)

shade - approx 20cm diam x 3.5cm h (8" diam x /2" h)
fixture height - approx. 12cm h (5" h)

overall height provided - up to 200cm (80")

Ix LED VWV, 2700K, approx. 210 lumens, US dimmable,

EU/UK non dimmable (dimmable with remote driver, please enquire)
ceramic shade - natural textile flex

it is advisable to measure from ceiling to top of pendant in case
longer wires are required

driver housed in canopy

qualified electrician necessary for installation

approx 2.5kg (6lbs)

the ceramic shade and blown glass are created piece by piece and these hand formed
elements personalise each clochette ¢ please expect some variation to the ceramic coloun,

shape and size.

clochette pendant ceramic

hand blown clear glass fitted under an LED pod, with a top shade in ceramic
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colours shown are a general indication of the actual finish
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dimensions:

light source:
wiring:
installation:

weight:
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canopy size - 18cm diam x 4.5cm h (/" diam x 2" h)
shade - approx 40cm diam x 5cm h (16" diam x 2)2" h)
fixture height - approx. 15cm h (6" h)

overall height provided - up to 200cm (80")

Ix LED 1V, 2700K, approx. 210 lumens, dimmable
patinated brass chain and brown textile flex

it Is advisable to measure from ceiling to top of pendant in case
longer wires are required

driver housed in canopy

qualified electrician necessary for installation

approx 4.5kg (10lbs)

the ceramic shade and blown glass are created piece by piece and these hand formed
elements personalise each clochette ¢ please expect some variation in shape and
size between pendants

clochette pendant ceramic medium

hand blown clear glass with a ceramic top shade, suspended by patinated brass chain



